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Application Guide

Substrate preparation 
LiquidGutter requires a perfectly 
sound substrate and it’s important 
to repair or replace any rusted 
through sections prior to 
application. Clean the surface with 
a jet-wash. Ensure surface is 
completely dry before application. 
Lead 
surfaces need to be thoroughly 
abraded with a wire brush.  

Metal Surfaces 
Use a 3000psi jet wash to remove 
all proprietary repairs and friable 
loose rust.  Bolts should be secure 
and appropriately cropped. If 
sheets are thoroughly corroded, 
particularly around fittings, they 
may be structurally unsound and 
should be replaced or repaired 
prior to application. 
If there is any rust, all rust and 
bare metal areas should be primed 
with Rust Inhibiting primer.
Timber Surfaces 
Ensure the timber gutter lining is 
structurally sound. When the 
substrate is dry. prime the timber 
with AT W Primer at a coverage of 
0.25L/m². Timber gutters require a 
fully reinforced system. Achieve 
this by applying AT Polymat 225 
throughout.

LiquidGutter eliminates the need for  
drying time, so you’re free to gain new 
business elsewhere. The one-coat, easy 
to prepare system is designed for wet 
on wet and can be applied directly to 
rusted gutters.

Benefits

• Rapid cured in 30 
minutes

• Reduce site time

• Apply directly on rust

• -30°C to +60°C service 
temperature

• Apply onto old system

• Colour shades

• Year-round gutter 
coating

• Restructure failing 
gutters

• Easy to apply

Asphalt Surfaces 
Ensure the existing asphalt 
gutter is sound and 
dimensionally stable, then clear 
the gutter of loose matter and 
excess water. Cracks, gaps, and 
holes need to be raked out, 
suitably prepared and repaired 
using AT Repair Mortar. Iron out 
hollows, blows, and ridges in the 
existing substrate to leave a 
smooth surface. AT Repair 
Mortar should be used to cover 
cracks above 10mm.

Bituminous Surfaces 
Ensure the bitumen gutter 
is sound and dimensionally 
stable, then clear the gutter of 
loose matter and excess water. 
Liquid Gutter requires a smooth 
substrate, so all cracks, blisters, 
ridges, gaps, and holes need 
to be repaired. Prior to main 
application, LiquidGutter can be 
used to repair holes above 10mm. 
This will build up the thickness 
in preparation for full system 
application.
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Lead Surfaces 
If required, form a ‘key’ by 
wire brushing or mechanically 
abrading lead gutter sheets. A 
fully reinforced LiquidGutter can 
be used to replace areas which 
are structurally unsound due to 
total erosion. Build up the 
thickness to match the existing 
surface. 

Single Ply Surfaces 
Ensure single ply gutters are 
sound and dimensionally stable, 
then clear the gutter of loose 
matter and excess water. Tears, 
rips, and holes need to be 
cleaned, prepared and repaired. 
Prior to application, a fully 
reinforced LiquidGutter can be 
used to repair exposed apertures 
above 10mm. Build up the 
thickness to match the existing 
surface. 

Concrete Surfaces 
Ensure concrete gutters are 
sound and dimensionally stable, 
then clear the gutter of loose 
matter and excess water. 
LiquidGutter requires a smooth 
substrate, so all cracks, gaps, and 
holes need to be raked out, 
prepared and repaired. AT Repair 
Mortar can be used to repair gaps 
above 10mm.

Priming 
Priming is not usually required 
on mastic asphalt and 
bituminous surfaces. Other 
substrates such as concrete, 
timber, foreign coatings and 
existing GRP systems 
will require AT LG Primer at a 
coverage rate of 0.25kg/m². All 
metal substrates must be primed 
with AT Metal Primer at the same 
coverage. If there is any
rust, all rust and bare metal areas
should be primed with Rust
Inhibiting primer.Natural rock 
asphalt is porous and will require 
AT LG Primer at a coverage of 
0.4kg/m². For extremely porous 
surfaces, an additional coat of 
primer may be required. Please 
contact the AllTimes technical 
team for more details.
Mixing 
LiquidGutter is supplied in two 
parts, a coloured liquid in a 
tin and a pre-weighed catalyst 
component. Pour the entire 
contents of the catalyst into the 
tin and stir until the catalyst is no 
longer visible. Mix for one 
minute. Apply within the next 20 
minutes, or 10 minutes at 30ºC. 

Masking Tapes 
A bond break is required 
between all junctions in the 
gutter system. Lay masking tape 
carefully over all breaks in the 
waterproofing system.

Gutter Joints 
After the bond break is 
applied, apply an initial coat 
of LiquidGutter over the gutter 
joints. Apply at a coverage rate 
of 1.25kg/m², and cover around 
300mm over the fixings into the 
field area. Before LiquidGutter 
dries, embed Polymat 225 into 
the entire area of the wet 
membrane and apply gentle 
pressure with a short pile roller 
or brush. Ensure all fixing bolts 
are coated, and the AT Polymat 
has wrapped around each. Prior 
to the main gutter coating, 
remove all wicking. 
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Main Gutter Surface 
Coat LiquidGutter over the entire 
gutter area, ensuring all joints and 
repairs are covered. Apply at a 
minimum coverage rate of 1.25kg/
m². Ensure quantities are aligned 
with pre-gridded requirements, 
and pour the contents of the 
tin appropriately. Achieve the 
required coverage rate by using a 
short pile roller to spread out the 
product into a uniform thickness. 
Refer to coverage rates section for 
specific details. 

System Limitations 
Apply only at temperatures 
between -5ºC and + 40ºC. 
LiquidGutter must not be applied 
in standing water or freezing 
conditions, or if these conditions 
are likely to occur before the 
membrane has dried. LiquidGutter 
is rapid curing and will usually 
cure within 30 minutes in normal 
working conditions.
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For further information please 
refer to The CE Certificate, 
Data Sheet, and Material Safety 
Data Sheet.

System Components

• AllTimes LiquidGutter: 1kg,
2.5kg, 5kg, and 15kg units

• LG Primer: 5L and 15L units

• AT Glassmat 225: 250mm x
20m or 1.2m x 20m

• Masking Tape for Bond
Break

LiquidGutter 
Coverage Rates

• 10 Year Guarantee System:
1.25kg/m²

• 15 Year Guarantee System:
1.5kg/m²

• 20 Year Guarantee System:
2kg/m²

10 and 15 year guarantees 
require AT GlassMat 225 
embeded in LiquidGutter at 
1.25kg/m2 on the joints prior to 
the main coat being applied 

20 year systems require AT 
GlassMat throughout entire gutter
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